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The background gas in a vacuum facility for electric propulsion ground testing is 
examined in detail through a series of cold flow simulations using a direct simulation Monte 
Carlo (DSMC) code. The focus here is on the background gas itself, its structure and 
characteristics, rather than assessing its interaction and impact on thruster operation. The 
background gas, which is often incorrectly characterized as uniform, is found to have a 
notable velocity within a test facility. The gas velocity has an impact on the proper 
measurement of pressure and the calculation of ingestion flux to a thruster. There are also 
considerations for best practices for tests that involve the introduction of supplemental gas 
flows to artificially increase the background pressure. All of these effects need to be 
accounted for to properly characterize the operation of electric propulsion thrusters across 
different ground test vacuum facilities. 
Nomenclature 
𝑘 = Boltzmann constant 
𝑚 = Molecular mass 
𝑛 = Number density 
𝑝 = Pressure 
𝑇 = Temperature 
𝑣𝐵  = Bulk velocity 
𝑣𝑡ℎ = Thermal velocity 
I. Introduction 
HE effects of finite background gas pressure in ground vacuum test facilities have been of interest in order to 
properly characterize the operation, performance, and life of electric propulsion (EP) thrusters—especially of 
late for Hall thrusters.1-10 The full mechanisms of facility effects are still not completely understood, and 
contributing to the confusion is the variability in vacuum facility configurations and facility pressure measurement 
methods.11 These variances can lead to an improper understanding of facility effects which can affect the 
qualification, acceptance, and margins applied to thrusters for integration onto potential missions, and ultimately 
ease of adoption of EP by the spacecraft community. As NASA and others show interest in thrusters at a higher 
power level than current state of the art, such as the 12.5 kW HERMeS Hall thruster under development,12 these 
potential issues can become more salient as higher demands are pushed on existing facility capabilities. 
 The work presented here focuses on the nature of the background gas itself. Often it is easy to assume that the 
background gas in a vacuum facility is some uniform and static presence, simply and adequately described by a 
single pressure value. However, the structure of the background gas flowfield may not be so simple, and care should 
be taken to assess its properties and potential subsequent consequences on thruster operation and performance. A 
series of cold flow simulations of vacuum facility operation were run and analyzed to explore the nature of the 
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background gas and to examine what potential lessons may be discovered from even these simple studies. The main 
findings of this work show that the facility background gas is neither static nor uniform. The presence of a bulk 
velocity for the background gas flow has implications that affect calculating the flux at the thruster, making facility 
pressure measurements, and artificially increasing the background pressure through additional gas flow. 
Assessments of the magnitude of these impacts are provided, though it should be noted that these results will be 
heavily dependent on the particular thruster and facility configuration under consideration. 
II. Model Description 
Simulations of vacuum facility background gas were performed using the Hypersonic Aerothermodynamics 
Particle (HAP) code, a general Cartesian implementation of Direct Simulation Monte Carlo (DSMC), with features 
including shared memory parallelization and the capability to automatically generate triangulated surfaces based on 
analytical geometry definitions.13 DSMC is well suited to model the rarefied flow within vacuum chambers and has 
been used to analyze other vacuum facilities.14 For the purposes of this paper, Vacuum Facility 5 (VF-5) at NASA 
Glenn Research Center is used as a representative test facility to highlight certain findings. The details of the VF-5 
model including correlations to measured test data are described in another report.15 
It should be clearly noted that the simulation results presented in this work are solely of cold flow gas. The gas 
inflow is modeled as a diffuse inflow of neutral gas particles typically at room temperature. No ions, no 
electromagnetic fields, no charge exchange collisions, and no accelerated particles simulating high exit velocities are 
simulated. The neutral flux profile is modeled as a diffuse flow through an annulus, but during Hall thruster hot fire 
operation, the neutral density profile can have a very non-uniform profile with distinct peaks near the walls of the 
discharge channel and a neutral density lower than that of the background gas at the channel centerline.16 However, 
in spite of the lack of these physics, the overall pressure profile in the vacuum facility can still be fairly well 
captured.15,17 Obviously a full treatment of facility effects should include a detailed plume model with the 
appropriate physics. However, for the purposes of this work—which focuses more on the nature of the background 
gas itself, rather than on its interaction with the thruster and plume—even these simple cold gas models can provide 
some useful insight. 
To help isolate the effects of the background gas itself apart from the expanding plume flow, the DSMC 
simulation particles are tagged either as “plume” particles or “background” particles. Particles introduced into the 
simulation domain through the thruster are tagged as plume particles. Once a plume particle impacts a chamber 
surface, it is converted into a background particle. All of the physical and simulated characteristics remain the same, 
just the label attached to the particle is switched. If a plume particle collides with a background particle, it is also 
converted into a background particle; however, if two plume particles collide together, they both remain as plume 
particles. This particle characterization helps to identify the gas flow properties that are affected by the presence of a 
facility, and what properties remain if the inflow were to freely expand in space. 
III. Results and Discussion 
A. Background gas characteristics 
Model results of a sample ground test configuration are shown in Figure 1, where a slice of the VF-5 geometry 
along the thruster centerline is shown including two cryopumps within that plane depicted by the white rectangles. 
The location of the thruster is depicted by the small cylinder symbol, and the thruster is pointing to the right. The 
overall number density profile in the chamber is provided in the upper left part of the Figure 1. The lower left part of 
Figure 1 provides the number density profile of just the background gas. The overall density profile is rather similar 
between the two, particularly upstream of the thruster and far downstream. The plume gas is only in significant 
quantity in the near field region, which is seen in the top right portion of Figure 1. For comparison purposes, a 
simulation was run simulating the expansion of the inflow in free space, shown in the bottom right. For that case, all 
of the particles are “plume” since there is no background facility to interact with. The profiles between the plume 
gas only and the free expansion in open vacuum are very similar to each other. The only apparent difference is the 
lower density of the chamber plume gas as it is depleted with interactions of the chamber and background gas. 
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Figure 1: The simulated number density in the chamber for total gas (top left), background gas only (bottom left), plume 
gas only (top right), and total gas in free space (bottom right). 
A more detailed examination of the density profile radially along the thruster exit plane is shown in Figure 2. 
Here, the total number density and the component densities of the plume and background gas are shown. It is seen 
that the plume flow dominates close to the thruster exit, but further away from the inflow—the outer radius of the 
inflow annulus for these models is approximately 0.1 m—the flow is essentially just the background gas. In 
addition, the radial profile of the background gas density does not change significantly as it crosses in front of the 
thruster. A slight increase is seen and this is directly related to the high density of plume gas which is converted to 
background gas through collisions, rather than just background gas migrating to the thruster exit plane from 
elsewhere in the facility. Please note this behavior seen here for cold diffuse flow is markedly different than a hot 
fire condition with a discharge plasma plume, where charge exchange collisions will deplete the neutral population 
in front of the thruster due to fast neutrals.6 However, in this study, we would like to consider just the population of 
incoming flux of background gas particles before they encounter “plume” particles, whether a cold gas or a hot 
plasma; this will be further described and explored below. 
 
  
Figure 2: The radial profiles of number density (left) and axial velocity (right). 
Much emphasis in facility characterization for EP ground testing is focused mainly on the background pressure 
as it is the most readily measured. However, it is yet unclear what parameters of the background gas play influential 
roles in interacting with thrusters and their plumes. A bulk velocity present in the background gas will affect the 
background gas number flux to the thruster. The axial velocity radially along the thruster exit plane from the model 
is shown on the right side of Figure 2. Directly in front of the thruster, there is a clear velocity in the “plume” flow, 
which is also noticeable in the background flow as it is entrained by the expanding plume. Outside of the inflow 
source, however, the flow reverses direction and heads upstream of the thruster. This general flow at the exit plane 
that proceeds upstream is to be expected as some of the gas from the thruster and rest of the chamber will flow 
towards the pumps located behind the thruster. The presence of this bulk velocity of the background gas has some 
implications that will be further examined herein. 
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B. Implications for facility pressure measurements 
Now consider the axial variations in pressure at a given radial location. The plot to the left in Figure 3 graphs the 
normalized total, plume, and background density axial profiles at a radial location approximately halfway between 
the thruster and facility wall. The first observation is that the plume gas is essentially negligible upstream of the 
thruster, but is present downstream. Focusing more on the upstream side of the thruster, where the density is 
essentially just that of the background gas, the density is seen to drop with increasing distance from the thruster. It is 
approximately 10% lower 50 cm behind the thruster. The right side of Figure 3 shows the axial profile of the bulk 
velocity of the background gas at four radial locations, wall is near the facility wall, mid is approximately halfway 
between the facility wall and the thruster, near is outside of the thruster inflow approximately two thruster diameters 
from the centerline, and thruster is within the inflow outer radius. Clear entrainment of the background gas is seen in 
front and near the thruster, but negligible further away, and this entrainment is primarily downstream of the thruster. 
These results suggest measurement of the facility pressure should be taken at or perhaps slightly upstream of the 
thruster exit plane to most accurately characterize the properties of just the background gas at the exit plane. 
 
  
Figure 3: Axial profiles of normalized density at the mid radial location (left) and background gas bulk axial velocity at 
four radial locations (right). 
For thruster ingestion studies, it would perhaps also be useful to identify the flux of background gas arriving 
from the chamber versus the generation of “background” gas arising from collision interactions with the plume in 
the near field region as noted above. To help assess this issue, velocity distribution functions (VDF) were generated 
from the DSMC code at several locations. Four VDFs from the four radial locations along the thruster exit plane 
previously described above are shown on the left hand side of Figure 4. There is a clear peak for the near and 
thruster curves arising from the inflow. If we look just at the thruster location and split up the VDF into 
contributions from the inflow plume source and the background gas, the positive velocity region is dominated by the 
plume gas, while the contributions of the background gas lie towards the negative end. Interestingly, the background 
gas VDF is comparable to the total VDFs at the mid and wall locations, indicating the background inflow is similar 
to the flow further out radially. This suggests measurement of the facility pressure radially away from the thruster 
along the exit plane will provide a fair estimate of the flux of background gas at the thruster itself. This has also been 
seen in other experiments and simulation.9 Caution should be taken, though, before overgeneralizing this result; 
different facility and thruster configurations could lead to different results. 
 
  
Figure 4: The total (background and plume) velocity distribution functions along the thruster exit plane at different 
radial locations (left) and the velocity distribution function contributions at the thruster exit location only (right). 
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The presence of a background gas velocity within the facility also has some implications for facility pressure 
measurement. Typically, the recommended setup for an ion gauge for EP applications includes the use of a 
neutralizer tube attached to the gauge inlet as shown in Figure 5.11 This tube is used to protect the gauge from direct 
contact with the plume plasma, which can interfere with proper measurement of facility pressure. However, 
depending on the direction of the neutralizer inlet relative to the local background gas flow direction, the pressure in 
the neutralizer and measured by the gauge can be different than the pressure outside of the neutralizer inlet. The use 
of the neutralizer tube creates a region of stagnated flow within the tube and the stagnation pressure can be different 
from the local static pressure at the entrance of the neutralizer. 
 
 
Figure 5: The recommended ion gauge and neutralizer setup from Dankanich, et al.11 
From an analytical perspective, the equations for stagnation pressure for continuum flow are well known. For a 
Maxwellian free molecular flow, a relation for an infinitely long tube at a zero angle of attack relative to the flow 
has been derived18 
 
 𝑝𝑡𝑢𝑏𝑒 = 𝑝∞√
𝑇𝑤𝑎𝑙𝑙
𝑇∞
{[
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√𝜋
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2
] [𝑒−𝑆
2
+ √𝜋𝑆(1 + erf(𝑆))] +
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2
[1 + erf(𝑆)]} ;    𝑆 =
𝑣𝐵
√2𝑘𝑇∞
𝑚
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where 𝑇𝑤𝑎𝑙𝑙 is the temperature of the tube walls and 𝑆 is the ratio of the bulk velocity, 𝑣𝐵, to the most probable 
molecular speed. Relations for tubes of arbitrary length also exist,19 and though no closed form analytical solutions 
are available for this more general case, numerical solutions can be calculated. Note that these relations also assume 
the tube is oriented into the flow with zero angle of attack. If the gauge is located in a transitional region between 
continuum and free molecular flow, curve fits have also been found bridging this regime.20 
A set of DSMC simulations were run incorporating a representative neutralizer tube within a Maxwellian 
equilibrium rarefied background gas flow. Sample results are shown in Figure 6 with the neutralizer tube 
represented as a cylinder open at one end for simplicity, with three orientations—facing into, sideways, and away 
relative to the background gas flow—were modeled. The neutralizer tube facing into the flow is seen to experience a 
sense volume with elevated pressure relative to the surrounding flow. The DSMC-calculated relative pressure for 
this case is seen to correspond well to the theoretical values as shown in Figure 7. Conversely, a tube oriented away 
from the direction of flow is seen to experience a lower pressure that is of the same relative, but opposite, magnitude 
as the forward facing case. This has also been seen experimentally during HiVHAc thruster testing in VF-5 where a 
gauge facing upstream relative to the thruster, but away from the direction of background gas flow, recorded 
pressures that were found to be 28 – 37% lower than corresponding pressures measured from the downstream facing 
gauge.7 The case of a tube inlet pointed perpendicular to the direction of flow, as shown in the middle plot of Figure 
6, does not show any significant pressure deviations from the surrounding gas. Similar simulations were performed 
for elbow and tee tube configurations, and they produced results similar to the straight tube cases shown below in 
Figure 6. One other observation is that it is seen that neutralizer tubes with a length to diameter ratio over unity can 
for practical purposes be approximated by the solution for an infinite length tube, given above in Eq. (1), for low 
flow rates. 
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Figure 6: Pressure ratios for closed tubes with inlets facing into (left), normal to (middle), and away from the flow (right). 
  
Figure 7: The ratio of pressure in a neutralizer tube to the freestream free molecular flow for tubes of various length to 
diameter ratios (left) and the effect of different tube wall and gas temperatures (right). 
In addition to the bulk velocity of the flow, the pressure inside of the neutralizer tube, and sensed by the ion 
gauge, is dependent on the temperatures of the tube wall and the inflow gas.21,22 Ion gauges being cooled by nearby 
cryosurfaces, or perhaps heated by the thruster or the gauge itself, can have temperatures deviating from room 
temperature, while the facility background gas can also be at varying temperatures as discussed above. Thus, a 
proper measurement of the facility pressure should include temperature corrections. The plot on the right hand side 
of Figure 7 shows the resulting pressure in the tube is proportional to the square root of the tube wall temperatures 
when the gas temperature is the same (here at 300 K). The bulk velocity and the length to diameter ratio of the tube 
are held constant for these results. The effect of the surrounding gas temperature is more complex as it also affects 
both the most probable and thermal speeds of the gas. This trend is also shown on the right side of Figure 7 which 
assumes a constant 300 K tube wall temperature. A ion gauge with neutralizer tube walls cooler than the gas being 
measured will sense a gas pressure lower than the true pressure outside of the sense volume. A proper correlation of 
the measured pressure to the true freestream pressure should then incorporate effects from both flow anisotropy and 
gas and wall temperatures. 
The relation between the stagnated flow pressure and the surrounding freestream pressure can also be used in 
reverse to estimate the static pressure and flow velocity from stagnation pressure measurements. Two ion gauges can 
be placed such that the neutralizers are oriented both into and away from the background gas flow direction, and 
such that they are in a similar region of flow that the properties of the background gas can be expected to be similar. 
Then, assuming the local pressure is the same and the flow velocity is similar but opposite direction, the ratio of the 
two stagnation pressures can be used with Eq. (1) to back out the estimated velocity, as shown on the right side of 
Figure 7, and subsequently the associated static pressure. As an example, these calculations were carried out on 
HiVHAc pressure data which included both upstream and downstream facing gauges.7,8 Making the assumption the 
background gas was flowing in the axial direction in the facility at the location of the gauges, the resulting static 
pressure and background gas velocity are then calculated with results shown in Figure 8 for changing the inflow 
mass flow rate at both the thruster and the supplemental gas flow introduced to increase the backpressure. The static 
pressure is found to lie in between the two measured values, just below their arithmetic average. The magnitude of 
the bulk velocity does not appear to show any clear trends with increasing thruster mass flow rate, but remained 
within 13 – 17 m/s as shown on the left plot of Figure 8. However, it should be noted that the velocity calculated in 
this manner is sensitive to the input pressure readings. For example, if the uncertainty is ±6%, as is reported for 
these pressure measurements, the corresponding uncertainty in the velocity can be up to ±30%. Simulation results 
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for this test setup show that the velocity does not show any significant changes or trends with increasing flow rate at 
the thruster, though the noise in the results may obscure any minor trends. When a supplemental gas inflow 
downstream of the thruster is increased, however, a corresponding increase is seen in the background gas velocity as 
shown on the right side of Figure 8. Simulation results also reflect this trend. 
 
  
Figure 8: The calculated background gas static pressure and bulk flow velocity based on upstream and downstream 
facing ion gauge pressure measurements during HiVHAc thruster testing versus thruster mass flow rate (left) and 
supplemental gas flow rate (right). 
A similar approach to estimating the background gas velocity can also be performed with one gauge facing into 
the flow and another gauge perpendicular, or lateral, to the flow, where the latter gauge would have a fair reading of 
the static pressure at the gauge location. This setup was implemented for preliminary testing of the 12.5 kW 
HERMeS thruster.23 Three gauges were installed near the thruster, one facing downstream and the other two 
oriented laterally. The two gauges aligned sideways were in very close agreement to each other, while the one 
pointed downstream consistently provided a higher pressure reading output as shown in Figure 9. One notable 
difference between these HERMeS thruster case results and the HiVHAc case above is that the model predicted 
background gas velocities are consistently higher as compared to test calculations for HiVHAc, but consistently 
lower for the HERMeS case. It should be noted that the test configurations, that is the position and orientation of the 
thruster relative to the facility pumps, were considerably different between the two thruster setups where these data 
were obtained. This also perhaps shows the limitations of the thruster cold flow assumption in the DSMC 
simulations as these pressure gauges were located relatively near the thruster. That location in the simulations was 
near the edge of the diffuse cold “plume” particles flow within a region of high velocity gradients that might not be 
present for a hot fire case. Small shifts in the measurement location can affect the end results greatly. In general, 
though, the general magnitude of the background gas bulk velocity is captured by the model. It is possible the 
decreasing velocity trend could also be due to potential side effects of the cold flow assumption. The supplemental 
flow results shown on the right side of Figure 9. Data from two different days of testing are presented and the shift 
in velocity between the two sets highlight the sensitivity of the velocity calculations to small pressure differences. 
 
  
Figure 9: The calculated background gas bulk flow velocity based on downstream and lateral facing ion gauge pressure 
measurements during HERMeS thruster testing vs thruster mass flow rate (left) and supplemental gas flow rate (right). 
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The general recommended orientation for an ion gauge neutralizer tube for best pressure measurement is for the 
entrance plane to be parallel to the local direction of flow, as shown in Figure 5 and the middle plot of Figure 6, but 
not facing the thruster as it may then experience direct flux from the thruster plume. Facing the gauge radially away 
from the thruster, or facing it in an azimuthal or lateral orientation, should not significantly affect the measured 
pressure from the local flow pressure. Care should be taken not to point the tube entrance towards a pumping surface 
or other feature that would affect flow direction or the local gas density. The gauge should be placed clear of any 
other structure or objects that may stagnate the flow and increase the local pressure in front of the tube inlet. Finally, 
the gauge tube inlet should not be placed close to a wall or other surfaces and create a confined flow volume that 
may induce conductance losses and perturb the local flow. A second gauge oriented either into or out of the general 
expected direction of flow can be used to help assess the local background flow bulk velocity which is needed to 
properly characterize the flux as described earlier above. 
C. Implications for artificially increasing the background pressure 
To characterize thruster operation against different background pressures, typically either pumps are selectively 
turned off or additional neutral gas flow is injected. The latter method is generally preferred as it provides greater 
control on the background pressure level. Care must be taken to position and orient the supplementary gas inflow so 
as to not introduce additional impacts that can unduly affect thruster operation. The desire is for the auxiliary gas 
flow to not overly perturb the properties of the facility background gas. The flow should also nominally be as 
uniform as possible across the thruster ingestion area. 
A series of simulations were run to examine the effects of different auxiliary inflow configurations. Three axial 
locations were assessed each with two orientations, one pointed radially towards the facility walls and one pointed 
axially away from the thruster. Each of the cases were run with the same flow rates. The number density profiles of 
the background gas across the entire chamber are shown in Figure 10 for the six different cases. The radial profiles 
at the thruster exit plane for these different cases are shown in the left plot of Figure 11. The density appears to be 
fairly constant radially for each of the cases with no obvious perturbances in the radial profile shape due to the 
supplemental gas inflow. The differences in the density increase relative to the baseline case appear to be minor 
among the cases examined, showing little change due to the supplemental inflow location and orientation. However, 
the plot on the right side of Figure 11 shows the axial velocity profiles, and here a clear difference is seen for the 
cases where the auxiliary inflow is behind the thruster as compared to the others; the background gas actually flows 
in the opposite direction for these setups. The cases where the supplemental inflow is downstream provide a 
background gas velocity profile comparable to the baseline case. It should be noted that the results presented above 
on the right hand side of Figure 8 do show a change in velocity with increasing flow rate, so the bulk velocity of the 
background gas may not necessarily be of the same magnitude as the baseline no additional flow case. Finally, as for 
radial versus axial supplemental flow injection direction, there are no considerable differences observed here. 
As for how far downstream axially the supplemental inflow needs to be, the main criterion would be to minimize 
any flow non-uniformity seen at the thruster due to a finite inflow location. From the results, there does not appear 
to be any significant background gas flow radial asymmetries introduced at the thruster. An additional consideration 
would be to minimize any direct influence of the supplemental gas with the thruster or ion gauge readings. Figure 12 
plots the density contours of the supplemental gas that did not interact with the background gas. Note the log scale 
on the contour bands indicates the density level at the thruster are several orders of magnitude lower than the 
background density levels shown earlier. This indicates that either downstream axial location shown here is likely 
sufficient. Again, the same caveat applies here where these results may not generalize across all thruster and facility 
configurations, so care should be taken when applying these results. 
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Figure 10: The background gas number density profiles for six different supplemental gas inflow configurations. 
 
  
Figure 11: The radial variation of the number density (left) and axial velocity (right) at the thruster exit plane for various 
supplemental gas inflow configurations. 
 
 
Figure 12: The unimpeded supplemental gas density profiles for two different inflow locations. 
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D. Implications for flux calculations 
Typically, the background gas flux at the thruster has been calculated using the classical solution for molecular 
efflux in one direction given by  
 
 Φ0 = 𝑛√
𝑘𝑇
2𝜋𝑚
=
1
4
𝑛𝑣𝑡ℎ (2) 
 
This equation is derived under the assumption that the gas is at rest with no bulk velocity. However, as shown 
above, there is a clear bulk velocity for the vacuum facility background gas. If we introduce a bulk velocity, 𝑣𝐵, into 
the particle velocity distribution, the corresponding particle flux in the direction of the bulk velocity can be 
evaluated to be 
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It is then straightforward to calculate the ratio of the flux for a gas with a bulk velocity to a gas without a bulk 
velocity, and this is shown in Figure 13. Note for these results, a negative bulk velocity indicates flow moving 
upstream relative to the thruster, whereas a positive bulk velocity is moving in the same direction as the flow exiting 
the thruster. For the specific facility and thruster example shown above, where the bulk velocity is around 20 m/s in 
the upstream direction and the thermal velocity of xenon gas at room temperature is roughly 200 m/s, the potential 
ingestion flux is then expected to be approximately 20% higher than a static background gas with no bulk velocity. 
Sample DSMC vacuum facility simulation data points are also provided, showing general good agreement with the 
free molecular flow theory for this particular case. 
 
 
Figure 13: The ratio of number flux from free molecular flow with bulk velocity—and sample DSMC results—to the 
classical flux for a gas at rest as a function of the ratio of the bulk velocity to the gas thermal velocity. 
It is important to note that both Eq. (2) and Eq. (3) are derived assuming the gas is in equilibrium, with a 
Maxwellian distribution. The assumption of gas equilibrium should not be taken for granted under vacuum facility 
conditions. Expanding flows, as from the thruster into the relative vacuum of the facility, are a well known example 
of non-equilibrium flow.24 In addition, the compounding factors of the near free molecular regime of vacuum 
facility flow (Kn > 1) and surfaces at different temperatures including a hot thruster, room temperature facility walls, 
and cold cryopumps further contribute to the likelihood of non-equilibrium nature for the background gas. 
The axial (here denoted as the ‘X’ direction) and the two lateral components (denoted ‘Y’ and ‘Z’) of the 
background gas VDFs are examined separately, as shown in the left side of Figure 14. While the Y and Z 
components of the velocity appear to be similar to each other, the axial component is clearly shifted relative to the 
other two, indicating a non-equilibrium flow. This is further seen when the corresponding temperatures and pressure 
tensors are calculated. The right side of Figure 14 shows that the component in the axial direction is clearly not 
equivalent to the two lateral components at all radial distances along the thruster exit plane. These results indicate 
that the overall velocity distribution is anisotropic as well as drifting. 
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Figure 14: Sample component direction velocity distribution functions (left) and temperatures and pressure tensor 
components calculated from the three velocity component directions (right) along the thruster exit plane. 
Along these specified component directions, however, the individual VDFs still appear to maintain a Gaussian 
form. Sample goodness-of-fit tests such as evaluating skewness or using the Kolmogorov-Smirnov (K-S) test were 
applied to assess the component VDFs. Skewness was found to be between -0.15 and -0.10 for the VDFs examined, 
well above commonly applied thresholds of -0.7 or -1.0. A sample evaluated K-S statistic was found to be 0.022, 
which fits below the threshold of 0.025 required to meet a significance level of 0.01 that the null hypothesis that the 
VDFs are a Maxwellian distribution is not rejected. The results, then, are in somewhat fair approximation to a 
Maxwellian distribution, though clearly not perfect. If these specific individual components of the velocity are then 
able to be represented by a Maxwellian distribution but with different components of translational kinetic 
temperature, then the flux calculated from the corresponding velocity distribution functions can still be 
approximated by Eq. (3). 
IV. Conclusions 
Vacuum facilities used in ground testing of electric propulsion devices are found to have a relatively low, but 
finite, background gas flow velocity. The presence of this bulk velocity has a few effects that should be considered 
when configuring tests and evaluating data. Depending on the configuration of the facility and the location and 
orientation of the thruster, the flux of the background gas ingested by the thruster may be significantly different than 
expected using the classical flux calculation for a static gas. The presence of a bulk velocity in the background gas 
may also affect its interaction and ingestion by the thruster, though those details are outside the scope of this work. 
Use of supplemental gas flows to artificially increase the back pressure of a facility should be carefully planned to 
not significantly change the nature of the ingested flux at the thruster.  
Characterization of the background pressure should be standardized where possible. The results here suggest 
measurements located radially away from the thruster but along the thruster exit plane may provide the best 
measurement of just the background gas properties ingested by the thruster. Care should be taken to avoid locating 
the pressure gauge near facility pumps, and the gauge should also avoid being placed near objects that may perturb 
the local flow or induce conductance losses. The pressure measurement may also be significantly different than the 
actual local pressure within the facility depending on the orientation of the neutralizer tube. A neutralizer tube inlet 
that is oriented perpendicular to the direction of expected background gas flow should provide the best measurement 
of the local static pressure. Additional gauges are recommended pointing into or away from the flow to allow 
calculations of the background gas flow velocity. It should again be noted that the quantitative conclusions presented 
in this paper cannot be generalized to all vacuum facility configurations, and care should be taken for each specific 
setup to assess or estimate the behavior of the background gas and its effect on measurements and thruster operation. 
Future work to further analyze the properties of the background gas could include examination of a hot fire case 
to assess the influence of the diffuse cold inflow on these results, particularly in regions close to the thruster. Of 
course, inclusion of a full plasma plume with charge exchange collisions would help to further quantify the effect of 
the background gas on thruster operation and performance. The inclusion of more complex geometry, especially the 
thrust stand and support structure, would also impact the near thruster flow dynamics as they would create regions of 
localized flow stagnation and pressure variations. Finally, expanding this work across different facilities and thruster 
configurations would help to characterize the extent of differences in the background gas properties across various 
test setups. 
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